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Recognizable products and packaging 
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CEWELD program 
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 Stick 
electrodes 

 

 

 Full and tubular 
wires, welding of 
carbon, stainless, 
CrMo steels 
 

 Welding titanium 

 Welding wire under the 
melting point 

 Welding the board 

 Fire spray, 3D printing, 
thermal sprays 

 Soft solders / silver 
solders 

 Silver rings (full, 
tubular)  Electrodes for melting 

welding 



Wide range of tubular wires 
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 Composite or twisted 
wires 

 Seamless wires 



Seamless tubular wires 
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 Wire Types with Refill:  RUTILE - METAL - BASE POWDER 
 
 

 

 100% moisture resistance 

 Minimum HD content <4 ml / 100 g 

 The perfect wire surface without a connection 

 No drying is required before use 

 Sized wire surface for better current transfer 

 Weldable at high currents 

 Very good operational properties, smooth passage through the feeder and bowden 

 

 

 

 

Benefits: 



Seamless tubular wires, production possibilities 
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 Annealing and 
dragging to reduce 
the diameter 

 Finish up to the final 
diameter and surface 
finish 

 

 Annealing to reduce the 
diameter 

 Packing 

 Sheet 

 Welded tube 

 Powder filling 



Advantages of seamless tubular wire 
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Comparison of solid, bonded tubular wire with seamless tubular wire 

Full wire 

ER 70 S-6 

Bonded tubular wire 

E-71 T-G 

Seamless tubular wire 

E-71 T-G 
 Excellent wire delivery     Excellent wire delivery 

 Perfectly smooth surface     Perfectly smooth surface 
 High current capacity     High current capacity 
 Copper surface     Copper surface 
 Long-term storage     Long-term storage 
 Stable composition     Stable composition 
    Better mechanical properties  Better mechanical properties 
    Less splash  Less splash 
    Good weldability  Good weldability 
    Less gas consumption  Less gas consumption 
    Less sensitivity to dirt  Less sensitivity to dirt 
       Hydrogen < 3ml / 100 mg 
       Agglomerated flow 
       Approval to - 60°C 
       Higher deposit rates 
       Suitable for PWHT 
       Usually replace 2 to 3 types of wires 

CONCLUSION: 
Seamless tubular wire has better features! 



Tube wire with rutile filling 
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 Very good operational properties 

 Excellent weldability at all positions 

 Quick drying wreck 

 High output in high PF position (even up to 260 A) 

 High impact resistance even at low temperatures with M21 gas 

 Suitable for CO2 welding, very small spraying 

 Suitable for welding on ceramic mats 

 Very suitable for both root and cover layers, excellent removal of silicate slag 

 

 

 

Benefits: 



Tube wire with metal filling 
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 Ideal for welding robots 

 

 

 

 

 

 Excellent for roots and high current welding (14 V to 32 V) 

 High resistance to cracking including welding of different materials 

 Very suitable for welding in the piping 

 High productivity 

 

 

Benefits: 

 Excellent arc ignition 
 Reliable arch stability and perfect wire delivery 
 Exact direction of the wire 
 Minimal spraying 
 Weldable even for minor material surface contamination 
 Minimal maintenance of the welding power / burner cleaning 



Tube wire with basic filling 
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 Extremely clean welding, which has excellent mechanical properties 

 High resistance to cracking including welding of different materials 

 Basic wires bring less debris than rutile 

 Base slag has a lower melting point compared to rutile (hardens more slowly) 

 Very good impact resistance even at low temperatures due to minimal oxygen content (<200 ppm) 

 Wide use for welding of coarse materials 

 Most types are suitable for PWHT 

 

 

 

Benefits: 



      The difference between seamless and 
composite tube wires 
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 Weight of 1 meter of seamless wire  Weights of 1 meter of composite 
wire 

7,1 g 8,1 g 

Result at welding speed of 10 meters per minute 

 Seamless  Pleated 

 
4,97 Kg / hr 4,35 Kg / hr 

= 13% more deposits at the same rate 



Electrodes in steel cans or vacuum packed 
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 To prevent the impact of moisture, we supply our electrodes in unique steel cans or in vacuum packs 
(custom-tailored) 



Soldering materials 
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 Soldering bars for soft and hard soldering, non-wrapped or melted, with silver rings full, tubular or          
melt-coated 



Welding of aluminum and its alloys 
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 For welding aluminum and its alloys we have a wide range of materials, MIG, TIG wires, coated electrodes in 
various sizes 
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Stainless steel / nickel alloys 
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 A wide range of welding consumables for a variety of different types of stainless steel and nickel alloys 



Welding titanium 
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 For titanium welding we have many different alloys designed for both MIG and TIG methods 



Resistance to wear and corrosion 
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 Many different materials for corrosion and abrasion resistance 

Ceweld Dur CS 
Tungsten carbide in Ag-

Ni alloy 

Ceweld MA600 (1.4718) 
Ca. 55 HRc 

Ceweld Dur CS 
Flame welding 

Ceweld  
Hardboard plate Pro 6072 
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We are looking forward to our cooperation 

CEWELD SK, s.r.o. 
Pionierska 428/25 
080 05 Prešov 
Slovakia 
www.ceweld.sk 
predaj@ceweld.sk 

www.ceweld.sk 
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